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OPERATING INSTRUCTIONS

Important!

This is an advanced piece of equipment designed for use by experienced archers. This operation sheet assumes you
have experience of modern archery bows and their set up. Do not attempt to use or adjust you bow without proper
instruction.

If you have any doubts on any aspect of shooting, bow set up, maintenance or operation please consult an authorized
Merlin dealer for additional assistance.

Safety

This is a powerful bow an must be used responsibly. Make sure the area you are in is completely clear and that no one
could accidently walk within range of your bow. be aware of arrow deflection should you miss as it could travel at
extreme angles to the target.

Never dry fire your bow (Shoot without an arrow) This may damage your bow and cause injury to yourself. Do not use
arrows lighter than 5 grains per pound of peak weight and inspect each arrow for damage before every shot. Make sure
your arrows are long enough so that when the bow is drawn they can not be pulled off the rest and fall inside the bow.
Inspect your bow regularly and cease shooting is any damage is found.

Maintenance.

Your bow requires minimal maintenance but does need care and attention to keep it in perfect order. The No.1 rule for
any bow - Do not leave your bow in the car on a sunny day! Excessive heat willbdamage your bow. Do not store near
any heat sources and do not store when wet. If shooting in the rain, dry your bow with a soft cloth before storing.

Inspect your strings and cables regularly and change at least once a year. If you find any loose or broken strands,
replace immediately. Axles and bearings may need occasional lubrication. Use a light weight oil for this purpose.

Periodically check screws have not come loose. If screw heads start to become worn replace with new ones. Do
not over tighten screws as you may strip the thread of the aluminium part. If you are having a problem with screws
coming undone, use a temporary thread lock glue specially for this purpose. Do not use a permanent glue or you will
not be able to remove the screws at a later date!

Bow Press Operation

Changing of strings and cables, ot twisting of strings and
cables requires the use of a bow press. | can not write

in this short manual how to operate a bow press, but
using the wrong type of bow press can damage your bow.
We strongly recommend using a bow press that compress the bow
from the limb tips. DO NOT use the older style bow presses
that use rollers. If you have any doubt about using bow presses,
or you have one and would like to check it with us first, please contact us.

Follow the bow press manufacturers instructions regarding operation.

We currently recommend the EZ Press by Last Chance Archery,
(Pictured right) as the ideal style of bow press.



POUNDAGE ADJUSTMENT

Limb Weight
Adjustment Bolt

Limb Pocket
Lock Screws

EXCALIBUR CAMS

Module locking screws

Your bow peak weight can be adjusted approximatly by 7 pounds
by turning the limb weight adjustment bolt.

Before attempting to adjust this bolt, first loosen the limb pocket lock
screws on both sides. (These screws are threaded in to each end of

a stainless dowel. It may be necesarry to use an allen key on both
screws simultainiously if you find the screw is turning but not un-doing.)

The limb weight adjustment bolt can be turned a maximum of 5 full
turns anti-clockwise from its fully wound up position. The fully wound
up position can be found by turning the limb weight adjustment bolt
clockwise untill you feel the limb pocket bottom out on the riser.

Do not over tighten, or damage to the underside of the limb pocket
may occur.

Adjust each limb equally.

Retighten the limb pocket lock screws when set.
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The Excalibur cam is a slaved twin cam system. Although this
system is less sensitive to discrepancies in cam synchronization
than standard twin cams, some care should be taken in the
setting up of these cams to obtain best results. The following
notes should assist you in their set up.

Cam sizes: There are 4 cam sizes. There is a specific top/bottom

and left/right handed version of each size. These can be identified
by the serial number engraved on each cam.

E.g. The cam pictured has engraved ‘EX3TRH’

o EX=Excalibur Cam, 3=Cam Size, T=Top Cam,
S/ RH=Right Handed.

CAM ROTATION: Each cam has several engraved lines that are
viewed in relation to the top face of the limb. These lines are

to aid in the reference of cam rotation. The cam in the picture
shows the cam rotated towards its longest setting. Shortening
the bow string would shorten the draw length showing more
lines visible. When the lowest line is visible, you are towards
the shorter side of the rotation.

These lines should be equally visible on the top and bottom cam.
This is the first stage of sefting cam synchronization. If there

is a discrepancy between the top and botfom cam then the
cables need fto be twisted to adjust this. (Speak to a Merlin
Dealer for assistance if you do not know how to do this)












